
YCR-2330III
CORNETS

Bb-kornett

Vi har beholdt den grunnleggende designen til våre enormt suksessrike kornetter YCR-2330 og YCR-2310, men

foretatt noen modifikasjoner. Den nye ML-boringen hjelper nybegynnere til en rask og lett respons, og den

modifiserte, todelte gule messingklokken med ideell tykkelse og den runde lead-pipen gir bedre lyd og spillbarhet.

Kornettene i 2000-serien er også utstyrt med våre nykonstruerte tyngre ventilhetter, som gir en fyldigere lyd og

flott projeksjon.

• Finish:          gullakk / forsølvet

• Klokke:         gul messing, 119,0 mm (4-2/3")

• Boring:          ML 11,65mm (0.459"�)

• Vekt:               middels

• Munnstykke: CR-11E4

Features

Yellow brass bell

The newly redesigned, durable yet light two-piece bell is made of yellow brass for optimal playability and to

promote good technique and endurance.

1



YCR-2330III
CORNETS

Features

New piston, piston caps and buttons

Highly durable monel alloy pistons as well as newly designed

piston buttons and bottom caps help lengthen the life of the

instrument while also maximizing sound quality.

New tuning slides

The 2nd and main tuning slides are produced using the same method as high-end Yamaha models, which

provides stability, a more refined tonal color and added durability.

Bore size and lead pipe

The redesigned rounded leadpipe and ML (medium-large)

11.65mm (0.459") bore give this instrument a smooth and light

response and a warm tone quality.
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Features

Gul messingklokke

Den omkonstruerte, todelte klokken er holdbar men likevel lett. Den er laget av gul messing for optimal spillbarhet

og for å fremme god teknikk.

Nye ventiler, toppskåler og knapper

Holdbare ventiler i monellegering samt nydesignede

ventillknapper og bunnskåler forlenger instrumentets levetid og

optimerer samtidig lydvaliteten.

Nye stemmebøyler

Stemmebøylene produseres på samme måte som på våre high-end-modeller og gir stabilitet, en mer foredlet

klangfarge og økt slitestyrke.
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Features

Boringstørrelse og lead-pipe

Den omkonstruerte, avrundede lead-pipen og ML-boring

(medium-large) 11.65mm (0.459") gir instrumentet en myk og lett

respons og en varm tonekvalitet.

Specifications

Color/Finish

Body Finish Gold lacquer

Specifications

Size/Weight

Weight Weight Medium

Specifications

Design/Architecture Detail

Bell Bell Diameter 119.0mm (4-2/3")

Bore Bore Size ML 11.65mm (0.459”)

Specifications

Material

Bell Yellow brass

Specifications

Voices

Key Bb
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Specifications

Accessories

Included Accessories Mouthpiece CR-11E4
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